From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: john brewer <johnmb@nando.net>
Subject: -=| old A4 resto post |=-
Message-ID: <9510021047.AA27898@merlin.nando.net>


        After a particularly nasty run-in with the Eudora
mail reader, I find myself shy a few of the postings I had saved
temporarily on my server. In particular, there was a note  from 
someone documenting the work done bringing a A4 back to life. As
I remember, some of it dealt with the famous ' black capacitors '
and their removal. It was a moderately lengthy post, and if anyone
still has it, I'd appreciate it.
        The A4 that has been languishing here is about to get its
bench time, and I'd love to have that reference to review before
I get started. S/N 5233 has audio, all good tubes, and extremely
poor sensitivity.
        Best
        /john
        wb5oau/4



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Scott_Johnson-AZAX60@email.sps.mot.com
Subject: 6AV5's
Message-ID: <"Macintosh */PRMD=MOT/ADMD=MOT/C=US/"@MHS>


6AV5's
Okay, I'm back, and ready to take orders for 6AV5's.  five bucks a pop, plus 
shipping.  I would like to ship all at once, so please let me know by the end of 
the week.
                             Scott, KC7BGE



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: "Tim Shoppa" <shoppa@krl.caltech.edu>
Subject: Re: A price for an HW-101?
Message-ID: <9510012230.AA13991@altair.krl.caltech.edu>

> Hi everybody,
> 
> I have an opportunity to buy an Heatkit SSB Transceiver model HW-101.  The
> rig did not worked for about 15-20 years, was professionaly assembled, is
> complete, has a perfect inside and outside cosmetical aspect, seems to be
> operational, the receiver works well, even in a basement with a 10 feet
> long wire antenna, didn't test the transmitter yet (no antenna on hands). 
> It is an early 70's kit with a total of 20 tubes and 19 semiconductors
> used in it.  Goodbye the "classic" era, this rig is already a kind of
> "hybrid". Sorry. It come with the manual, an HP-23 series power supply, a
> keyer, a key, a PTT-Vox microphone, a SWR meter, an external speaker, a
> dummy load ...  I think all this would make a pretty good starting station
> for a newcomer to the ham world.  The problem is I nor the owner have any
> idea of what would be a reasonable price for the whole bunch.  This leads
> to the following questions: 
>  - Does anybody could give us some guidelines in establishing a price
> reflecting the close value of an HW-101 in the actual market? 

My first rig, at age 10, was a HW-100 my dad bought for me for $125.00.
It had a nasty intermittent on the PC board near the 6CL6 that required
me to whack it while transmitting every half hour or so to get the drive
to the finals again.  I've still got that HW-100, and a few HW-101's now.
They seem to go for $100-$150 at hamfests.  (But they don't go
particularly quickly.)

>  - What kind of simple test may I perform on the rig to insure myself of
> its basic reliability? 

Sounds like you've already checked out the receiver; I'd just hook a
dummy load up to the output and tune it up, and check for output on
each band.  There may need to be some realignment done for SSB usage,
but this is easily done with the manual.

Tim KA0BTD


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Dave Stinson AB5S/7 <72227.1640@compuserve.com>
Subject: And the Walls...
Message-ID: <951001152413_72227.1640_EHM91-1@CompuServe.COM>

I know...I promised to shut up.  That's like
the sun promising not to rise, right? heh heh....

Bill Hawkins correctly wrote:
>....a Regency TR1... $450,,,,Wanted: Sony TR-52, offering $1,500.
> This is baby boomer stuff, right?
Right...and therefore, not the BA market.  The market
for these old transistor radios is VERY MUCH larger and the
supply of untrashed ones smaller.  My older brother, who has
no interest in old radio, would pay well for the transistor
radio that hung from the rear view of his Chevy Impala 
the night he dated Daisy Mae.
When my brother's generation fulfills its desire for those
bygone youth radios, that market's demand will collapse, too.

Bill also correctly wrote:
>...the circa 1914 spark transmitter for $1000.
>Some old things hold their value pretty well.

Also correct.  But also not germain to our type of BA 
market.  This is a "mature" market which has run its
mania curve, probably around the 1930s, but this may have 
been delayed by the lack of disposable income during 
the depression.
It's safe to guesstimate that there are fewer then 
50-100 complete spark stations available for sale, 
and fewer then 1000 collectors with the means and 
inclination to purchase one.  These figures are probably
generous.  In this example of a mature, meaning small
market, $1000 is quite reasonable.  

In our BA market, however, we have tens of 
thousands of pieces of "collectable quality" equipment
available (the curse-kiss....we took care of our gear 
unlike transisitor radios which got smashed) and 
at best a few thousand collectors with means.  This is
the opposite situation and indicative of a pre-peak
mania market.  Worse, the number of collectors is
going down and the supply going up with every 
estate sale.  I don't think my 10-18 year-old
nephews and nieces are going to give a hoot about
my command sets or your KW-1, my friends.

A very respected and intelligent gentleman wrote me 
and said that Collins quality would allow it to 
maintain its market and that people were
"salting them away" because of it.  I sincerely hope
that, for their sake, I am wrong and he right.
God knows, I have been wrong many times and will be
again.  I can only point to the stamp mania in the 
late 70's-early 80's, the baseball card mania of the
late 80's,  the collectable car mania of the mid 70s
and on and on.

Speaking of on and on....I promise to drop it
until the next time. (snicker)

73 DE Dave AB5S/7
      Las Vegas, Nevada
      72227.1640@compuserve.com



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "Clarke, Tom" <TCLARKE@ist.ucf.edu>
Subject: RE: AR3 Speakers FS
Message-ID: <306FEC8B@ist_smtp.ist.ucf.edu>


Forgive the bandwidth.  My mail reader strips off other than BA-list
return addresses, but I am very interested in your AR3s.  I coveted
same in my earlier student days - this is probably an example
of the bell-curve phenomena.

Tom Clarke
KE4VFH, tclarke@admin.ist.ucf.edu, (407)658-5030
 ----------
From: boatanchors
Subject: AR3 Speakers FS
From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Andy Wallace <wallace@mc.com>
Subject: Re: ARC-5 Transmitter Tips /CWIST on what freq?
Message-ID: <9510020616.AA00405@kali>


----- Begin Included Message -----

From: rdkeys@unity.ncsu.edu
Subject: Re: ARC-5 Transmitter Tips

>Some of my ARCUS-FIVUS experiences...... de NA4G/Bob

	Many, many thanks, Bob and Dave, for the ARC-5
tips. I had saved a lot of the ARC-5 comments from months past
and I knew I would find them useful someday. Finding an unmodified
T-19 with only minor problems made that day, I guess! I had to
go around the horn with Dave because mail from this site to any
Compuserve address seems to hiccup. 

>Single transmitter separate keying recommendations:

Here are my minimal mods to key the single transmitters just fine.

	I remember these comments. Bravo....simple and non-hack. I imagine
my dad (W1HH, Bob) probably used an ARC-5 after his stint in WWII. Have
to ask him sometime....

> Tuning and Operation

>For 50 ohm use, follow Dave's roller coil at zero and run it max
>coupled.  That works fine.  BUT, if you are running a boatanchor
>antenna like an end fed wire.  Then:

	Uh....how about a randomwire, like my 30' sloper?

>1.  Regarding the use of 2.1-3, 4-5.3 and 5.3-7 rigs on the ham
>    bands --- JUST DO IT!  The under chassis padder caps can easily
>    be adjusted up or down to get you into the nearest ham band.
>    Commendable thinking again by the boys at ARC.

	Interesting...most of the mods I see involve hacking of
some sort. So the padders will do it?! How do you tell if you're
"there" -- by the oscillator signal? And how does one tune up the 
tank for the new range? (I think it was novel that things were
ganged such that the final is always "dipped." How come no
commercial gear (so it seems) was like that?)

>Definitively OM, fires up yer ARCUS-FIVUS gear an's plys the BA
>CWIST ethers.  Nuttin' better than the warm fuzzy glow of an ARCUS-FIVUS
>on the crackle and din of 200 meters and down!

	Love to, but this T-19 will probably be a winter project. 
Meanwhile, I just spent three or more hours grinding an FT-243 up
five HUNDRED kc so I could join you on 3703, if the CWISTS go back
to that frequency. I have no fingerprints left. 

73 ES MANY TNX OMS
--Andy
wallace@mc.com




From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: aculbert@pps1-po.phyp.uiowa.edu
Subject: BA SIGHTINGS
Message-ID: <199510022207.RAA26884@ns-mx.uiowa.edu>


I attended the West Liberty, Iowa Hamfest this Sunday and noticed several BA 
items, among them were:

A factory wired Johnson Ranger II in the original shipping carton! Sadly, I was 
tooooo late, and I got there before 7AM.
An ART-13
HQ-170A
Drake 2-A
Drake 2-NT
no less than 3, yes three, MN-2000 tuners 
R-4C
TR-4
TR-4C 
TR-3
R-4B/T-4X-B combo
SB-221 amp
DX-40
HW-100
SB-301/SB-401 combo
CE 20A
several ARC-5s in various states of disarray
WRL Globe Champion (a "beauty")
Hallicrafters S-20R
S-53A
Some later vintage military stuff that I didn't recognize
A couple Zenith transoceanics
Several boxes full of old firebottles, 810s, 872s, 807s, etc.
Collins 75S-3/32S-3/312B-4
Speaker for Collins 75A-1 (it was happy to follow me home)
Collins mechanical filter adapter for Hammarlund SP series


Several Electric Radio caps were seen as was a Johnson Viking logo T-shirt.

This hamfest is held the First Sunday of October each year at the Muscatine 
County Fairgrounds in West Liberty, Iowa. West Liberty is  on I-80 about 30 
miles west of Davenport, Iowa.

Happy hunting.


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Bill VanAlstyne <bill@cruz.com>
Subject: Book: "In Marconi's Footsteps"
Message-ID: <199510021730.AA09961@cruz.com>

>Some weeks ago, Simon Buxton wrote:
>>Many of you requested further details about Peter Jensen's book so here 
>>they are:
>>
>>Title    : "In Marconi's Footsteps - EARLY RADIO"

I responded:

>For anyone in the US interested in more specifics on this --
>
>Seven Hills Books in Cincinatti does have the book available for mail-order.
>Their phone number is (513) 381-3881. The price is $39.95 plus $3.95 shipping.
>VISA or MC accepted. Mine's on the way!

Update:

I received this book a couple weeks ago, and it is an absolutely beautiful
book. I wanted to share a little about it, as its concept and execution are
quite different from any other book I have seen, and its production quality
is superb.

The book is divided into two parts: an historical/biographical section,
which itself alternates between history and a present-day travelogue; and a
reproduction project section, in which the author shows details of how he
reproduced many pieces of Marconi's early gear, including an induction coil,
a coherer, a tuner, and more.

One of the really nice things about this book is that the author, an
Australian, spent several years visiting many of the sites in Canada, Italy,
Ireland, Wales, and England where early wireless got its start. The story of
his "archaeological" success is exciting, and it makes me want to follow in
his footsteps, or perhaps to visit other sites he didn't go to in hopes of
finding something wonderful.

The book is chock-full of period photographs gleaned from the Marconi
archives, many of which I have seen reproduced in no other book. Since the
book is over-sized, so are the pictures, and the reproduction lithography is
outstanding. In addition, there are numerous color photos of his travels to
the old wireless sites, and of the results of his reproduction construction
projects, along with numerous line drawings showing construction details. 

I can't recommend this book enough for anyone interested in wireless
history. It is one of a kind. I don't know how many copies the American
distributor listed above has on hand, but if you are at all interested, I'd
order mine right away. I wouldn't think this is the type of book that would
go into multiple printings.

Bill VanAlstyne, N6FN
bill@cruz.com



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: dsnowden@ccd.harris.com (Doug Snowden)
Subject: Collins 75A4
Message-ID: <9510021237.AA133146@rs2.ccd.harris.com>


Now that I bought and played with it for a week, I don't want to
keep it. It doesn't fit with my Drake junk. It is available to 
someone that wants to pick it up. I am in Palm Bay, Fla.

The radio was gone over by that guy in Maine in 1991. I don't know 
what all he did. The radio has the SSB filter and seems to be in 
good shape electrically. Some of the controls are a bit dirty. 
It is in what I would call average shape cosmetically. The panel is
clean with no scratches. The dial, the part that has the KC read out
(circular) has part of it messed up, the numbers are missing. The
top edge of the front panel has some slight wear. Anyway, I just don't
want to keep it. But I don't really want to ship it either. I'll hang
on to it until someone can personally pick it up.... BTW, I have the
manual and the last service receipt.

73, Doug, N4IJ dsnowden@ccd.harris.com


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: john@jkhome.network23.com (John King)
Subject: Re: Collins Audio Products
Message-ID: <9510021016.AA09509@jkhome.network23.com>

   From an ad in Radio-Electronics, May 1955:

   "Collins Audio Products is in no way alliliated with Collins Radio Co."

    Collins Audio Products
    Westfield, NJ


       73,

            John King  WA1ABI




From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Collins Sale
Message-ID: <Pine.3.89.9510012009.D24015-0100000@unixs4.cis.pitt.edu>

For pickup only:  32V2, 75A1, S/Line (75S-3 and 32S-1), 30L-1
Also have the NC-303 and the broadcast transmitter BTA-250L in garage.
Give me a call and bring a U-Haul.
All equipment is restored and ready to plug in.  Price will be above market.

.

(814) 487-7468 (home)

Dave, W3BJZ


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Joseph Potaczek <potaczek@netcom.com>
Subject: Drake B Line paint
Message-ID: <Pine.3.89.9510011936.A14752-0100000@netcom11>


BA's

A non-e-mail fellow ham (Bill W9ERG) plans to refinish the cabinets on 
his Drake B line twins. What are suggestions for the best match in a 
commercially available spray? Is this the best route for him to go or 
should he custom mix and use a compressor/sprayer?

Reply back to me directly or if wide interest post to the group.

Been watching this list for about 10 months, appreciate the good writing 
and info.

Joe Potaczek  N9YER  Chicago


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Re: Drake B Line paint
Message-ID: <Pine.3.89.9510020755.D26586-0100000@unixs5.cis.pitt.edu>

Inquire in your area for some paint distributor who has a paint matching 
computer.  He can mix the correct shade for you.  If you want to paint 
your Drake cabinet, buy a can of Krylon semi-gloss.  Back to the paint 
computer - you will have to place a panel under the inspection plate for 
the computer to compute a formula.  

Unfortunately, most of the automotive spray can like DupliColor are 
metallic lacquer.  When applied for touch up work, the paint will not 
look correct with the metallic added.

Are you aware that Testors sells an air brush kit that contains various 
colors that you can mix and then spray.  Try your local Wal-Mart store 
since they carry these kits in their toy department.  Price was under $20.00.

Dave, W3BJZ



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: w0ogh@ix.netcom.com (Larry Godek)
Subject: Drake TR-3/RV-4
Message-ID: <199510022115.OAA13073@ix9.ix.netcom.com>

I picked up this weekend at kinda an estate sale type of disposal visit 
a pretty nice TR-3 and RV-4 which has the AC supply included.  I really 
don't need it and If I could find a new home for the sweet thing, the X 
owner would be most joyful.  So for him I'm a gonna list it for $250?  
Is this way out of line?  If so, then i'll accept the best offer by the 
end of the week.  Should be plenty of time for all interested to send 
in their .02 cents.  I appreciate your input.

Larry W0OGH@ix.netcom.com


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: n5off@w5ddl.aara.org
Subject: Get Josh and Gab Back on Subject
Message-ID: <192394@w5ddl.aara.org>

OK, some people are paying to get BA posts, not biblical debate.  Please
get back on the subject.
Thanks,
Tom


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Jeffrey Herman <jeffrey@math.hawaii.edu>
Subject: Re: Get Josh and Gab Back on Subject
Message-ID: <Pine.SUN.3.91.951001150711.9930B-100000@kahuna>

On Sun, 1 Oct 1995 n5off@w5ddl.aara.org wrote:
> OK, some people are paying to get BA posts, not biblical debate.  Please
> get back on the subject.
> Thanks,
> Tom

I'm beginning to wonder why these admin-type posts don't go directly
to the offender rather than to all 600+ subscribers. Of course, now
I'm just as guilty, but hopefully this will cause future such scolding
to go privately.

Jeff NH6IL
"In dog years I'm dead."



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "Cal J. Eustaquio" <ceustaqu@violin.aix.calpoly.edu>
Subject: Hallicrafters S-22R
Message-ID: <Pine.A32.3.91.951002092115.58580B-100000@violin.aix.calpoly.edu>

Hi fellow BA enthusiasts:
After a bit of absence doing small unit infantry operations at Camp 
Adventure, Ft. Lewis, WA, I have been once again bitten by the BA bug! 
This time my latest project is the Halli S-22R Skyrider Marine. Does 
anyone have any information on this rig? I understand that this rig is an 
AC/DC unit. Currently, there is one non-stock switch installed. The other 
two toggle switches look stock. They are plastic handled "ball-ended." I 
assume this is to prevent the user from being electricuted should the 
"wrong" polarity of the plug be selected. Can anyone verify this? Thanks 
and I appreciate the info. Cal, N6KYR.


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Jim_Wilson-EJW012@email.mot.com
Subject: Heathkit SB-610 & SB-620
Message-ID: <"Macintosh */PRMD=MOT/ADMD=MOT/C=US/"@MHS>


From: Wilson-EJW012 Jim on Mon, Oct 2, 1995 7:22 AM
Subject: Heathkit SB-610 & SB-620

WTB:
1. Heathkit SB-610 'junker' with working power transformer.
2. Heathkit SB-620 working and wired for 455 KC.
Thanks, jim
---------------------------------------------------------------
Jim Wilson 
3815 NW 72 Dr.
Coral Springs, FL 33065-2244
phone:  954-723-4532 (day);  954-341-3306 (eve)
fax:  954-723-5064
email:  EJW012@email.mot.com
---------------------------------------------------------------


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: berg stephen erik <z931086@oats.farm.niu.edu>
Subject: Re: History Question
Message-ID: <Pine.SOL.3.91.951001134526.5713A-100000@oats>

Perhaps Noah's son Ham ran the Ark's marine electronics equipment.  Can 
any Biblical scholars help on this one?

Steve WA9JML



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: GALBRAITH CHRISTOPHER <99galbra@lab.cc.wmich.edu>
Subject: IDing some iron...
Message-ID: <Pine.3.89.9510012300.C23563-0100000@grog>

Howdy gang,
Just wondering if anyone could help me identify these chokes...just
 need to know values, ratings, etc...

Thanks in advance!

(Choke) Thordarson type 1700

(Choke) Stancor C-1718

(Choke) Chicago Transformer RC-12105

73, Chris KA8WFC



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Andy Wallace <wallace@mc.com>
Subject: Re: Joshua Prepares His Horns.
Message-ID: <9510020738.AA00475@kali>


----- Begin Included Message -----

From: "Dick Dillman" <ddillman@igc.apc.org>
Subject: Re: Joshua Prepares His Horns.

Just a note to say, as if you didn't know, that there are many more 
non-transmitting participants in the AMI net.  I myself was listening 
last Wednesday, having a great ol' time switching between the SX-28A, 
GPR-90RX and R-390A (the '28A wins) and enjoying the better than 
average conditions.  The best part for me is the information about the 
gear everyone is using.

---- End Included Message -----

	Aha! Careful, people, he must be a BA-burglar! <grin> 

	I know what you mean, Dick, except I have an antenna now.
It's a small, shoddy one, but beggars can't be choosers. For I am
but a lowly Novice, and cannot, as yet, join any AM activity! But
I am in AMI..so go figure. But up here I can hear the AM swap net
on 3885 Thursday nights and many times I wish i could have piped
in with my own comments, etc. Please don't tell me to upgrade...my
code speed is fine, and my theory is probably fine also, but where
there is an exam session there is also a boneyard, and ........ now
you know...the REST....of the story.

	I should watch the local club info and get into an exam this
Fall. Sigh...I did want to get Novice QRP WAS though, before I
upgraded!

	Anyway, folks, just know that sometimes the SWLs and 
Novices/Techs are also enjoying it when you squeeze the D-104
bar. 

	Oh, and Dick... what selectivity positions do you have on
the SX-28A vs. the GPR-90RX? My best friend is a SWBC DXer and he 
heard many excellent catches on the GPR his dad had. (Including
the Falkland Islands station when it was 1 kW on 2370!)

--Andy
wallace@mc.com



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "S. Miller" <smiller@motown.ge.com>
Subject: KWM2A and 30L-1 value
Message-ID: <199510021544.LAA05337@bear.MOTOWN.GE.COM>

A friend has asked me if I know the current price for these pieces.
He has a line on an estate sale which includes several antique radios
and these 2 pieces.  It will be one money for the lot so he is anxious
to know if he can swing this.  From his description they are round emblem
and could be as late as 1974 production; at least there is a sticker on the
-M2A that indicates a visit to the factory at that time.  You can e-mail me
direct at smiller@motown.ge.com.  I have seen alot of fluctuation in this
stuff over the past 6 months, so I would appreciate your help.
Steve Kd2Ed


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: jml@spider.lloyd.com (Jim Lockwood)
Subject: Learning from the past
Message-ID: <m0szpNO-000TrkC@spider.lloyd.com>

What's that old saying.....  Those that do not learn from the past are
doomed to repeat it?   

Here's an excerpt from the Mallory ad in the November '55 QST that shows
that in the process of learning how to revive old boatanchors, we are
re-discovering what others knew 40 years ago:

"Long before a paper tubular capacitor arrives at the point of complete
failure, it can cause considerable trouble in your communications receiver.
The general symptoms can be gradual loss of IF gain, occasional RF or IF
instability, audio distortion, or sluggish or erratic signal level meter
operation.

"The reason behind this trouble is that as a capacitor ages, it develops
leakage.  Instead of being a pure capacitance, it begins to act like a
capacitor shunted by a resistor.   In coupling capacitors, d-c going through
this "phantom" resistor pushes grid voltages positive; in bypasses, it drops
applied voltages below rated values."

And we thought we were so superior because we discovered this all by
ourselves.  :-)


73,

Jim - km6nk





From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: mirage!pamars@uhura.neoucom.EDU (P.A.Marshall)
Subject: Looking for a Grid Leak.
Message-ID: <9510021155.AA18839@mirage>

I am looking for the following for a set restoration, the existing
item is missing the clip in leak (resistor) and measured only about
40pf (should be 250pf) on closely looking there seems to be corosion
around the contact area on one end, and I assume this points to the
problem.  This is a Dubilier flat condensor about 1 1/8" square with
clip mounting holes on 5/8" centers.  Any pointers to a replacement
unit or any parts that will get me closer (a leak, or a condensor with
damaged clips for example) will be gladly accepted.
 
Al Marshall	"Real Radios Glow in the Dark"	  almarshall@acm.org

As nightfall does not come at once, neither does oppression.  In both
instances, there is a twilight when everything remains seemingly unchanged.
And it is in such twilight that we all must be most aware of change in the
air--however slight--lest we become unwitting victims of the darkness.
						Justice William O. Douglas



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: jproc@worldlinx.com
Subject: Magic Marker Ink Removal
Message-ID: <Chameleon.4.01.2.951001130202.jproc@>

Dear BA's,

I'm doing a cosmetic restoration on a old TED3 military transmitter. Someone 
wrote the inventory code in huge numbers all over the front panel with a 
magic marker. I successfully removed the top layer of ink with tolulene. It 
appears that the magic marker ink has bonded with the paint on the front 
panel and I can't remove the 'ghost' image.

Has anyone in the group succeeded in totally removing magic marker ink from 
a light grey front panel?

Regards,
-------------------------------------
Jerry Proc  VE3FAB
E-mail: jproc@worldlinx.com
Radio Restoration Volunteer
HMCS Haida, Toronto Ontario 
-------------------------------------




From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: paul Veltman <veltman@netcom.com>
Subject: Re: Magic Marker Ink Removal
Message-ID: <Pine.3.89.9510011635.A22206-0100000@netcom18>

Jerry,
I've had some success with a product I pick up in the hardware store 
called "Goof-Off." It can be found in the paint department.  

73

Paul WA6OKQ


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Steve Ellington <n4lq@iglou.com>
Subject: Re: Magic Marker Ink Removal
Message-ID: <Pine.SOL.3.91.951001205720.29445A-100000@iglou>


> Jerry,
> I've had some success with a product I pick up in the hardware store 
> called "Goof-Off." It can be found in the paint department.  

Goof Off will remove about anything but at work we use a product call 
D-ink. It is marketed by Ames out of Downers Grove, Il. We use it to 
remove ink from typewriters. When a pc or terminal needs marking with an 
Id, we just write on them with a marking pen, knowing all along that it 
can be easily removed with D-ink. We buy it in gallon jugs. If you're 
interested, I'll get their phone number for you tommorrow.


Steve Ellington N4LQ@IGLOU.COM  Louisville, Ky 



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: k1zat@bah.com
Subject: Re: Magic Marker Ink Removal
Message-ID: <Pine.SUN.3.91.951001213503.27556D-100000@booz.bah.com>


Jerry 

I've found that Magic Marker Ink comes off really easy
with finger nail polish remover, and it doesn't appear
to affect the enamel.

   jd


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: dgf@netcom.com (David Feldman)
Subject: Re: Magic Marker Ink Removal
Message-ID: <199510020239.TAA21126@netcom8.netcom.com>

>I've had some success with a product I pick up in the hardware store 
>called "Goof-Off." It can be found in the paint department.  

I have to second the suggestion of "Goof-Off". It fixes anything I've
ever had trouble with for staining. It also fixes stray latex paint.

Dave


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Re: Magic Marker Ink Removal
Message-ID: <Pine.3.89.9510020701.C26586-0100000@unixs5.cis.pitt.edu>

Please be careful using finger nail polish.  The stuff will eat away the 
finish.

Dave, W3BJZ

On Sun, 1 Oct 1995 k1zat@bah.com wrote:

> 
> Jerry 
> 
> I've found that Magic Marker Ink comes off really easy
> with finger nail polish remover, and it doesn't appear
> to affect the enamel.
> 
>    jd


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: jproc@worldlinx.com
Subject: Re: Magic Marker Ink Removal 
Message-ID: <Chameleon.4.01.2.951001233838.jproc@>


>I've found that Magic Marker Ink comes off really easy
>with finger nail polish remover, and it doesn't appear
>to affect the enamel.


Dear JD,

Neyt! I tried my wife's fingernail polish remover. It has definitely reduced 
the amount of magic marker ink that can be seen in the finish, however, I am 
slowly removing the front panel finish in the process. Seems the active 
ingredient is acetone. Goof Off is being advocated as the leading solution 
for this problem. 

I will buy a bottle tomorrow and try it, however if it starts to erode the 
finish, I will just leave things as they are. It looks the magic marker ink 
must have been applied many years before I received the unit and really 
soaked in deep and hard. 

Regards,
-------------------------------------
Jerry Proc  VE3FAB
E-mail: jproc@worldlinx.com
Radio Restoration Volunteer
HMCS Haida, Toronto Ontario 
-------------------------------------




From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: paul Veltman <veltman@netcom.com>
Subject: Marconi Manual needed
Message-ID: <Pine.3.89.9510012005.A20985-0100000@netcom4>


Hey Sports Fans,

I have a Marconi Universal Bridge Model TF1313, Serial # JA905/068.  I 
need a manual for it.  Any suggestions??

73

Paul WA6OKQ
"In dog years, the dog's grandkids are dead ;-)"


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: rmccarty@deltanet.com (Roger A. McCarty)
Subject: Paint Question
Message-ID: <rmccarty.68.0554B31E@deltanet.com>

Hi All,

I have experienced a problem while painting my Viking 2 Cabinets. I used a 
wrinkle finish black paint and then when dry, followed up with Duplicolor 
GM5911 (?), which is a very close match to the original dark Maroon that 
Johnson used.

The problem is that the duplicolor lifted the wrinkle finish in a number of 
spots, making the job look terrible.. I will have to do it over again.

Has anyone else experienced this problem? Perhaps someone may have an 
alternative procedure or paint that does not react in the same manner? Or 
perhaps it was my technique?

Any suggestions are surely appreciated.

Roger KD6CC
 


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: jproc@worldlinx.com
Subject: RE: Paint Question 
Message-ID: <Chameleon.4.01.2.951001203011.jproc@jproc>


>
>The problem is that the duplicolor lifted the wrinkle finish in a number of 
>spots, making the job look terrible.. I will have to do it over again.

Roger,

You didn't mention the amount of time between coats. This is very critical. 
I have wound up with opposite results. Applying two coats of spray enamel 
several hours apart can produce a 'splotchy' wrinkle finsh even when you 
think the first coat is dry and your objective is to get a smooth finish.

For best results, never apply a second coat of spray paint until the first 
has dried for 48 hours minimum. I also found that paint in general, needs at 
least 2 weeks to cure to maximum hardness.

Regards, 
------------------------------------
Jerry Proc  VE3FAB
E-mail: jproc@worldlinx.com
Radio Restoration Volunteer
HMCS Haida, Toronto Ontario 
-------------------------------------




From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: rmccarty@deltanet.com (Roger A. McCarty)
Subject: Re: Paint Question
Message-ID: <rmccarty.72.00A1F025@deltanet.com>


>The problem is that the duplicolor lifted the wrinkle finish in a number of 
>spots, making the job look terrible.. I will have to do it over again



Ok Ok...I got it.....Don't use lacquer over enamel. The things you learn here 
on the boatanchors!

Thanks very much to all that responded, I have another question. My 
Daughter-in-Law suggested something that *sounds* like an alternative to 
painting over a wrinkle finish. She suggests using a sponge or something 
similar, and applying a texture finish with the original paint. Then following 
up with another coat to finish.

Has anyone ever heard/tried this? I understand that it is a fairly common 
procedure for walls and the like. Think it would work on metal?

Roger KD6CC



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "Roberta J. Barmore" <rbarmore@indy.net>
Subject: Re: Paint Question
Message-ID: <Pine.3.89.9510020640.A14294-0100000@indy1>


Hi!

   (An aside to everyone I correspond with: my new duties are taking a 
*huge* amount of time and we're in the middle of painting the 1000' tower 
as well.  So it'll be awhile before I get caught up.  And oh, yes, the A 
transmitter at work has crashed again--it's cooling down now).

Now, then:
On Mon, 2 Oct 1995, Roger A. McCarty wrote:
> [...] an alternative to 
> painting over a wrinkle finish. [...] using a sponge or something 
> similar, and applying a texture finish with the original paint. [...]
> Has anyone ever heard/tried this?  [...]

   It can be done--I've used a toothbrush to stipple paint on (over a 
base coat or primer), and if the paint is fairly "stiff," it works all 
right.  You have to apply it, let it set up a bit, then go back over it 
with no fresh paint on the brush, usually several times.  It looks sort 
of like wrinkle paint from a distance.

   Another method, and one I like for home-brewed professional gear,* is a
spatter finish.  Prime the metal, and then do everything wrong: spray the
paint from a couple of feet or more away, in short bursts, and shake the
can.  The objective is to break the paint spray up into larger droplets,
which hit a bit dry.  It takes *several* coats, but it works very well. 
Depending on the paint, the material, and other factors (heating the metal
up first with a heat lamp helps!), it can resemble a very fine-grained
wrinkle finish, a textured power-coat, or a true spatter finish.  It is
very durable and has a lot less "tooth" than real wrinkle, meaning it
won't catch dust and can be easily waxed without gunking up. 

   Thin sheet metal that's almost too warm to handle gives the most 
wrinkle-like results.  It takes practice!  And do bake it after you're 
done and it's sat awhile--that'll help a lot.

   However, it's not the real thing.  If you're after a looks-like-original 
restoration, it might be better to look into custom-mixed wrinkle paint, 
or a professional wrinkle power-coat job.

   73,
   --Bobbi
________________________________
 * FWIW, the longtime CE of Purdue's WBAA had an even better finish for 
homebrew pro gear: he'd have it chrome-plated!  Expensive, but it does 
hold up awfully well....  <grin>


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Nick England <nick@cs.unc.edu>
Subject: point-to-point wiring
Message-ID: <199510021630.MAA14885@altair.cs.unc.edu>


ANd you think your big fingers have problems with boatanchors ??
Some folks are longing for the good ole days of 0.1" DIP packages....

this from rec.radio.amateur.homebrew:

>I have seen some reasonably priced stereo microscopes at the 
>ham flea markets lately.  Seems like a good thing to have in
>the home shop today.  I sometimes wonder how much longer we will
>be able to buy DIP components and leaded Rs and Cs.



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: The Anti-Yuppie <AET7350@ritvax.isc.rit.edu>
Subject: Re: point-to-point wiring
Message-ID: <01HVYTBF3LQQ9TCXHB@ritvax.isc.rit.edu>

> ANd you think your big fingers have problems with boatanchors ??
> Some folks are longing for the good ole days of 0.1" DIP packages....

> this from rec.radio.amateur.homebrew:

> >I have seen some reasonably priced stereo microscopes at the
> >ham flea markets lately.  Seems like a good thing to have in
> >the home shop today.  I sometimes wonder how much longer we will
> >be able to buy DIP components and leaded Rs and Cs.


	I know this is slightly off topic, but does anyone here have 
experience in making repairs to circuit boards with surface mounted
components....Let me rephrase that.  Are circuit boards using surface mount
technology designed to be repairable?  A friend of mine had to replace a blown
fuse in his Macintosh laptop computer, and by the time he had finished the
project, both of us were spewing insults at this new "technology."
	I'd imagine that building projects using SMT must be darned near
impossible!!

Alfredo
aet7350@ritvax.rit.edu
Alfredo.Torrejon@amd.com


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Bill VanAlstyne <bill@cruz.com>
Subject: Re: point-to-point wiring
Message-ID: <199510021755.AA10076@cruz.com>

At 12:42 PM 10/2/95 -0500, The Anti-Yuppie wrote:
>	I know this is slightly off topic, but does anyone here have 
>experience in making repairs to circuit boards with surface mounted
>components....Let me rephrase that.  Are circuit boards using surface mount
>technology designed to be repairable?  A friend of mine had to replace a blown
>fuse in his Macintosh laptop computer, and by the time he had finished the
>project, both of us were spewing insults at this new "technology."
>	I'd imagine that building projects using SMT must be darned near
>impossible!!

This *is* off-topic, and I'll say no more about it after this. (Don't have a
heart attack, Jack!) :)

SMT boards are actually pretty easy to work on, **IF** you have the correct
soldering/desoldering equipment. It takes special soldering and hand tools
(and the correct technique, which implies some kind of training) to work on
boards using SMT safely and efficiently -- and they ain't cheap. :) Look in
any industrial electronics equipment catalog. But with the correct gear and
now-how, repairing SMT boards is very fast and easy.

As regards building SMT projects from scratch, it isn't economical for an
amateur to use the same technology commercial board fab houses use, but
using rework tools as mentioned above, you can build up a prototype SMT
board that looks pretty good.

Disclaimer: my knowledge about this is theoretical and based on observation
of several technicians doing this. Never done it myself...

Bill VanAlstyne, N6FN
bill@cruz.com



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: David Moody <MOODY@Admin.Rose-Hulman.Edu>
Subject: Re: point-to-point wiring
Message-ID: <01HVYU1IXKO08Y4YZD@ADMIN.Rose-Hulman.EDU>



>	I know this is slightly off topic, but does anyone here have 
>experience in making repairs to circuit boards with surface mounted
>components....Let me rephrase that.  Are circuit boards using surface mount
>technology designed to be repairable?  A friend of mine had to replace a 
>blown
>fuse in his Macintosh laptop computer, and by the time he had finished the
>project, both of us were spewing insults at this new "technology."
>	I'd imagine that building projects using SMT must be darned near
>impossible!!

Actually, they are very easy to repair.  Problems occur when you think you
can use the same soldering techniques that work with leaded components.
To make repairs on a SM board, all you need to do is get the component hot
enough with indirectly applied heat to reflow the solder, then lift the old
component off of the board.  Then flux the solder pads on the board, apply
the new component, heat to reflow solder, remove heat, let cool, and voila.
For the most part, low temperature solders are used, and applying the heat
in this manner is less likely to destroy a component, even though you would
think that it gets much too hot.  Very important, your work surface needs to
be level, or you will have parts sliding, and this is not good. Also realize
that you will have liquid solder under many of the components around the
one you want to work on.  Don't bump the board or sneeze. ;-)

73, David Moody, KD8NY

----------------------------------------------------------------------
David A. Moody                | E-mail: David.Moody@Rose-Hulman.edu
Admin. Programmer/Analyst     | Finger: mgrdam@crux.Rose-Hulman.edu
Rose-Hulman Inst. of Tech.    | Amateur Call: KD8NY (CW QRP) ex-WB9MMD
Terre Haute, IN  USA  47803   | (VMS Rules!!! (but RSTS was fun.))
Wk Ph:  812.877.8183          |
----------------------------------------------------------------------
Any facts expressed within belong to everybody.
Any opinions expressed within are my own and are not
necessarily the same as my employer, family, friends, etc.
It is up to you to know the difference.


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: Steven Wilson <randyw@crl.com>
Subject: Re: point-to-point wiring
Message-ID: <Pine.SUN.3.91.951002133616.11931A-100000@crl9.crl.com>

Surface mount Repair:

It requires the correct tools.   I use a PACE MBT soldering station.

Go easy on solder.  Use vaccum to get it off and normally still enough
left to re-flow the connection.  

Check Newark and similiar firms for the correct tools.  It will cost
you about $950 to get set up...   Without the correct tools you can destroy
$950 worth of computer - non-BA radios etc...

Go Luck 



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: KS0F@aol.com
Subject: Re: point-to-point wiring
Message-ID: <951002183516_34743670@mail02.mail.aol.com>

Greetings,
      One of the reasons I like to work on the old stuff is the growing
frustration with SMD repairs. I'm 50 and my eyes are good for that
age I guess with the tri-focals on. I use lots of differant magnifiers
and at times homemade solder tips. 
      I was certified like many others by Motorola to repair SMD
stuff and still do today but one of the things you have to learn is
when to say no. I do it regularly.
      No problems though with the Globe Scout 680 that came in
to roost today with the 755 VFO. Thats why I love this junk so
much,  I can see it. It's got personality. The Itchygummy 999SDX
Turbo Digital FM all band wrist radio with auto conversation inter-
rupter doesn't. It causes trouble and frustration whether its working
or broke. The old Scout is fun working or broke!
                                                        73 de KS0F
P.S. If your work is redundant and you are setup with proper
jigs for your hot air bonder etc. work is not so bad. If you work
on ham gear (Dual band h.t.s etc.) There is no way to tool up
for everything they are throwing at us. Component level repair
is close to extinction. Except of course for this Globe Scout
which will still be around and being fixed as needed long after
the Itchygummy is in the landfill.  Thanks Leo.
      


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Andy Wallace <wallace@mc.com>
Subject: R-392 questions (supply/xtal oven)
Message-ID: <9510020710.AA00449@kali>


----- Begin Included Message -----

From: "nuusers" <NUHOSE@befac.indstate.edu>
Subject: Re: R-392 sensitivity prob.

Terry O' may have a point...My 392 played great...but the guy I sold 
mine to complained that the power supply that I built put out approx. 
31 or 32 vdc...I advised that it was still within 20% of 28 
vdc...although it was a new unit the thing played great on a long 
wire or whip!!
 ----- End Included Message -----

	I see by the manual that the R-392 requires 3A at 28V. Is
this gospel? If so ... I do have a hefty supply for three little 
amperes.

	As for running the plates a little high: I do agree with
one fellow about "are all the components rated" at least 50V? And if
such can be done, is the plate draw pretty minimal? Like....can Andy
separate those two wires and string a handful of 9V alkalines to
the plate lines to try it?

	And lastly, my 200 kHz crystal oven is missing. I am several
hours away from quittin' time, so does anyone have schematics for
the 392 and 390(A) handy? If so...are the crystal ovens the same? 
I noticed that the 392 oven showed two unused pins. Betcha that's where
the 17 MHz crystal for the 390 goes, and betcha the heaters are the 
same ... and betcha a 390 oven would work. 

	Barring that, what would happen if I plugged a 100 kHz crystal
in there all by its lonesome? (I see the octal socket uses two pins, with
a pin space between them, for the 200 kHz pins, so an FT-243 style 
100 kc xtal would work, which I have...) Would I get a 50 kHz marker?
At this point, I don't care about accuracy, I just want to check bands
for sensitivity. My schedule has been really rough lately so I have not
had time to dive into the manual like I should. Meanwhile, I lean on
youse guys........... <grin>

73, and ah loves them O.D. rigs nowadays
--Andy
wallace@mc.com


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: RANDY@sbii.sb2.pdx.edu
Subject: Re: R392 power supply
Message-ID: <2E2AFD66994@sbii.sb2.pdx.edu>

To Andy and Michael and whomever else may be hunting for 392 power 
supplies...

On the matter of current demand, the 3 amp rating may be spec, but the 
R392 I have now, and one I had some years previously, drew more than 3 
amps. Indeed, I recall that both a 4 and 5 amp 28 V regulated supply 
became *extremely* hot powering the 392. They may have survived but it 
really bugs me when power supplies are under-rated. (This is one reason 
I don't like my 51S1 so much - after an hour or so you can barely grab 
the power transformer without burning your hand)

I now have a giant, 65 lb Lambda rack-mount supply which produces 28V at 
15 amps or so, continuous duty, and only now am I satisfied that things 
are running cool.

Without access to such, I would use some golf cart batteries and a 
simple float charger. Three 12v would provide both a plate and filament 
tap for the split supply idea. This has the advantage of authenticity 
too - the 392 was meant to be powered by a vehicular battery.

Later,

=Randy=
WB6MAI



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: TOM.A.ADAMS@mail.admin.wisc.edu
Subject: Re. Joshua prepares his h
Message-ID: <FA1C5948.FA1D0002@mail.admin.wisc.edu>

to: boatanchors@theporch.com

Just a comment here, slightly off subject.

I'm no biblical scholar, but I think the thread title is a bit off.

Joshua was a general, not a horn man. At Jericho he took the rabbis along to
blow the shofars and bring down the walls, but I don't remember any reference
to him being able to lay down hot riffs himself; vocals, in the form of orders,
were HIS thing.

I think your original intention with the title was that famous brass player
Gabriel. While Joshua's side men caused a bit of a stir outside of the city
walls, it was NOTHING compared to what Gabriel can cause! And personally, I
hope ol' Gabe blows one HELL of an obligato for those fools who've wrecked key
collecting for me!

                                       73's,

                                               Mr. T., K9TA

                                               (Me, I play Sousaphone. Don't
                                                DARE call it a tuba!)


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: HAMRLUND@aol.com
Subject: Re: Re. Joshua prepares his h
Message-ID: <951001155612_33824533@emout05.mail.aol.com>

In a message dated 95-10-01 15:37:35 EDT, TOM.A.ADAMS@mail.admin.wisc.edu
writes:

>  Mr. T., K9TA
>
>                                               (Me, I play tubaphone. Don't
>                                                DARE call it a tuba!)
>
>
>

if it's not, what it is?

robert


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "Nickels, Bob" <RNickels@P16.IL50.micro.honeywell.com>
Subject: Replacement caps
Message-ID: <30705D96@mail_gw.micro.honeywell.com>

>"Long before a paper tubular capacitor arrives at the point of complete
>failure, it can cause considerable trouble in your communications receiver.
>The general symptoms can be gradual loss of IF gain, occasional RF or IF
>instability, audio distortion, or sluggish or erratic signal level meter
>operation."

Yep, especially in 50+ year old SP-200's!  Spent the weekend re-capping the 
one I bought at Greyslake, and the resistors that changed value as a result.  
The payoff came last night as I finally got to hear those push-pull 6F6's 
sing!  

Somewhere I read "if you want to know where they are, get a Collins, but if 
you want the best audio, get a National".  I'd add the Hammarlund SP-200 (at 
least!) to that list, despite my lack of the correct 600 ohm speaker.  Can 
anyone suggest a source of 600-to-8 ohm transformers?  And would the audio be 
noticably better than the backwards-filament-transformer or 70.7 volt line 
transformers that I've tried in the past?

73, Bob - KE0T





From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: swheaton@tyrell.net (Sheldon Wheaton)
Subject: Re: Rotary switch repair
Message-ID: <199510021228.AA17012@tyrell.net>

from Hank van Cleef on 30 Sep 1995:

>I still call all wafer switches Oak switches,
>although a lot of them were made by Centralab and other manufacturers.
>Oak manufacturing is still making switches, and I imagine you could get
>some of this from them----if you were willing to pay through the nose,
>or promise order of hundreds of wafers to follow on.


I have been to "Oak-Grigsby" (they merged with Standard Grigsby a few years 
ago), near Aurora, IL twice during the last two years to discuss various 
projects with them, several of which have gone into production.  They are 
still quite a viable switch manufacturer with lots of "high-tech" optical 
encoding rotary switches.  They do still manufacture some of the older style 
wafer switches, but as Hank indicated, you would probably have to pay 
through the nose, or more likely, they would politely decline.  Prototype 
orders for a dozen switches typically run up a 4 digit price tag!

On another note, my former employer was King Radio, a manufacturer of 
general aviation avionics since the early 1960's (including the firebottle 
variety).  Founder Ed King supposedly pioneered the use of channelized 
transceiver for General Aviation applications with the KY90 which has a 
couple of big crystal turrets in it and a bunch of tubes.  During my 
employment at King, I was able to save from the dumpster, a letter box full 
of rotary switch parts, much like what Hank described at Tek.  These parts 
were used to prototype switches for new designs.  My "holdings" consist of 
bags of switch contacts, both stationary and rotating "blades", copper 
rivets, phenolic wafers, spacers, etc.

If anyone is in a "crunch" for repair parts for their wafer switch, I would 
try to help out if possible.

73, Sheldon KC0CW    swheaton@tyrell.net
swheaton@tyrell.net



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: MEC <danmec@inet.uni-c.dk>
Subject: Re: Rotary switch repair
Message-ID: <Pine.3.89.9510021323.A6149-0100000@inet.uni-c.dk>

I work for the Danish switch manufacturer  MEC, and we used to make rotary
wafer switches for some 50 years.  When that ;line was closed, I saved some
for a " rainy day".  If somebody has a need for a rotary os some sort, it 
can do no harm asking me if i can help.
Have even some with ceramic wafers, made for a mil- project.

These days we only make push button switches, incl small ones for surface 
mount.  If anybody is into electronic engineering and wants a catalogue, 
just say so.

73   Rag  OZ8RO



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Grant Youngman <gyoungma@gtetel.com>
Subject: SP600 Part Needed
Message-ID: <Chameleon.951001224637.gyoungma@gyoungma.gtetel.com>

One part of the problem I was having with an SP600 turned out to be an open 
antenna coupling coil in the E62 antenna r-f tuner assembly (for 
1.35-3.45MHz).  I have repaired the one in the radio, but ended up with fewer 
turns than original.  

If any one has an SP600 parts unit that could cough up this item, I'd like to 
acquire one.

(Oh... the rest of the problem appears to have been a dirty/corroded wiper 
contact in the mixer section of the tuning capacitor).

Thanks .. Grant/NQ5T


-------------------------------------
Grant Youngman -- NQ5T

Once upon a time (and maybe again): K5VCM
  and for a while W0JXE, KH6HHC, WB4BBD

gyoungma@gtetel.com
-------------------------------------




From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: "E.Swain/T.Boyd" <lizboy@io.com>
Subject: Subscribe
Message-ID: <Pine.BSI.3.91.951001222131.11653B-100000@bermuda.io.com>

Dear boatanchors, heard about this newsgroup and would like to 
subscribe.  If this is all I need to do, thank you.  If you have other 
instructions, please advise.
Thanks,
Tom Boyd
lizboy@io.com


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "Cal J. Eustaquio" <ceustaqu@violin.aix.calpoly.edu>
Subject: subscribe me
Message-ID: <Pine.A32.3.91.951002063238.32518A-100000@violin.aix.calpoly.edu>

Cal Eustaquio
--



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: edd@VFL.Paramax.COM
Subject: suspend
Message-ID: <9510021608.AA05309@gvlf4-a>

suspend


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Dave Stinson AB5S/7 <72227.1640@compuserve.com>
Subject: Taming the Wild BC-375 / BC-191
Message-ID: <951001213905_72227.1640_EHM39-2@CompuServe.COM>

Taming the Wild BC-375 / BC-191 (Part 1).
(Soon to be submitted to ER )

The BC-375 and BC-191 have always been regarded as useless
for AM and not great on CW, either.  Well, I'm here to lay that
myth to rest forever.

Maybe I'm nuts, but my favorite boatanchor is my BC-375.  Mine
came from a barn floor in Texas, complete with chicken droppings.
It restored so well I'm building a complete station rack with
BC-348-R and accessories just to show it off.  Does anyone
know the correct key used in B-17s?

The 375/191 is the quintessencial old transmitter.  It was
designed in the early 30's.  The dynamotor that runs it is as big
as a gallon milk jug and that "werrrrrrrr-REEEE" as it winds-up
warms my heart.  The knobs are the size of a fist and those
vernier drives feel sooooo smooth.  Parts of it even have a
documented history.  It came from a Navy B-24 (PB4Y-1 Privateer)
that hunted U-boats in the Atlantic.  And those four VT-4 firebottles
are *the* BA transmitter tube.  Standing nearly a foot tall --clean
and simple and out where you can see them.  You can read
a manual by the light they cast and keep your coffee warm
on the lid.  Those acres of clean, shiny black wrinkle finish radiate
BA romance.  When you tinker with this old fellow, you use a
wrench and hammer and come-along.

The 375/191 has a reputation for FMing when you try to use it
on phone.  Lots of people told me it was useless above 160
meters on phone and barely worked CW on 80.  I didn't buy
that.  I don't think the War Department acquired them by the
thousands because they didn't work.  I began talking with the folks
on the 75 meter Western AM net (especially Willis-TNX OM),
Bob Keys, Jim Beyer and others here.  After putting our heads
together,  we found a simple solution to the FMing problem --
proper neutralization.  I don't mean taking the rig apart like the
manual says.  This is so easy, it's almost cheating.

The problem is that the rig *looks* like it's properly neutralized on CW,
when it really isn't.  When fully loaded, the plate dip will coincide
with max output and you'll see no parasitics at 210 mils CW.  The
sneeky part comes when you modulate the rig.  I put a small resistor
in the B- lead and put a scope HV probe across it to monitor the plate
current (Warning!  -1000 V to ground unkeyed!).  Meter damping
prevents you seeing large, sudden current moves.  Sure enough, when
the rig is modulated towards 300 mils the final breaks into parasitics,
spiking the plate current!  These big current spikes pull the MO off freq
and you have one nice FM rig.  The fix is simple and follows in Part 2.

73 DE Dave Stinson AB5S/7
          Lost Wages, Nevada
          72227.1640@compuserve.com



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Dave Stinson AB5S/7 <72227.1640@compuserve.com>
Subject: Taming the Wild BC-375, Part 2
Message-ID: <951001214101_72227.1640_EHM39-3@CompuServe.COM>

Taming the Wild BC-375 / BC-191 (Part 2).
(Soon to be submitted to ER)

Before we can tackle the FMing problem, we have to set the biases
and tune the rig correctly.  These instructions assume the use of
a coax-fed, resonant antenna or one using a matchbox to present
a 50-ohm load.  If something is off or you're using another type of
antenna and you don't have the manual, email me with a SASE
and a buck to cover costs and I'll send you copies of the relevent parts.

Filiments
Set the voltage selector switch behind the tubes to 24 or 28 VDC to
match your supply.  I recommend 24 VDC, simply to prevent wasting
power and generating heat while eating-up four volts.

Tune-up
As with any MOPA rig, failure to fully load the transmitter or a serious
antenna mismatch will give you distorted audio.
These settings work for my 50-ohm antenna on 75 meters:

BAND, MO & PA TUNING --per chart.  They will be close.
ANT. COUPLING --low setting until you dip the plate.  Then maximum.
ANT. CAP. TUNING --about 50.
ANT. IND. TUNING --about 25.
ANT. CIRCUIT SWITCH to 2.

You "load," or raise plate current with ANT. IND and CAP TUNING.
You "dip" or resonate the plate with PA TUNING.  The MO frequency
will pull as you tweek, but once the rig is tuned and warm it will be
pretty stable for a 60-year-old.  Tune these three controls for max output
(between 75-100 watts).  Don't exceed 230 mils on the plate for CW.
Don't worry about the small indication on the Antenna Current meter.
This is normal with a coax-fed antenna.

Now we can adjust the input and bias settings.  Remove the tube
cover.  There are no exposed high voltages in the compartment,
assuming noone has had a hacksaw to it.  The MO freq will pull
without the case and also while you fiddle in there.  What the
heck; it ain't a Kenwood, ya know.

Input Level.
The control behind the VT-25 sets mike level.  This is the only radio I've
seen in which a stock T-17 carbon mike works perfectly.  Turn the level
up all the way if you're using a T-17.

Speech Amp Bias.
Set this to about 7.  I don't have a procedure for being exact about
this setting and it doesn't seem to be a big deal.  The book says
6 to 7.5 and that works well.

Modulator Bias.
Tune the rig up fully on CW and note the plate current.  Switch to
Phone and key the transmitter.  Adjust the Modulator Bias to
provide 20 mils higher plate current with no modulation.

Fixing the FMing problem.
This fix even stopped the FMing on 40 meters.  The 40 tuning drawer
still suffers from some thermal drift, but that's another article.
You'll need to do this fix with every tuning drawer you use and whenever
you change finals.  Use a receiver with a real narrow-band FM
discriminator, not a cheap slope detector.  I used my IC-735.  If you
don't have one, you can run the 455 KC IF from a comm receiver to
the 455 KC IF input of a scanner or other NBFM receiver.  Remove
the tuning chart from the tuning drawer, exposing the neutralizaton
wheel.  Rotate the silver locking screw 1/4 turn to release the wheel.
Tune and load the transmitter for full output on CW.  Switch it to TONE
(A2) transmission (perfectly legal for  testing, just don't send "T-E-S-T").
Monitor the transmitter on the FM receiver.  Slowly tune the neutralization
wheel for minimum audio output on your FM rig, then lock it back down.

That's it!  Now plug in your T-17 and you will have a clean, stable
AM rig.  None of the old timers will believe it's a 375, but that's part
of the fun!  Here's hoping to see you on the bands.

73 DE Dave Stinson AB5S/7
          Lost Wages, Nevada
          72227.1640@compuserve.com



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: midshires@cix.compulink.co.uk (Andrew Emmerson)
Subject: Textured Paint Finish
Message-ID: <memo.343589@cix.compulink.co.uk>

Two points:
You can buy "Anti-stonechip" paint at car accessory shops; this is the 
stuff you spray around the lower regions of your car. It dries to a grey, 
speckled plastic finish that looks very similar to the epoxy spatter 
finish found on old metal computer monitors. If you let this dry and 
harden thoroughly, you can then spray cellulose over the top in the 
colour of your choice (and retain that textured finish).

But what about the crackle (not wrinkle) paint finish that was popular in 
the 1940s? Is there a way of recreating that?

73, Andy G8PTH.




From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "Turini, Bill" <turinib@wdni.com>
Subject: TV-?? Tube testers
Message-ID: <199510022255.AA21359@interlock.wdni.com>


I've seen postings about various models of the TV-?? tube testers.  I have a 
TV-7 and a TV-10.  Anyone know the differences, advantages, relative prices, 
etc.

Bill  KA4GAV/7           turinib@wdni.com


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: fgilmore@woodtech.com
Subject: Re: Unbuilt SB-220
Message-ID: <199510021102.AA10279@relay.interserv.com>

I also have an unbuilt Heath amp...SB-221 with the 10 meter kit.  Along with a 
lot of other Heath audio gear kits.....  Each winter since I purchased it I 
think I'll get it together....but since I have other amps on line it just sort 
of gets pushed to the background.  Locals have bugged the daylights out of me to 
sell it to them.  Hi!

73,

Frank K0JPJ ex-W5PVX ...-.-



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: "penson" <penson@geom.umn.edu>
Subject: Re: Unbuilt SB-220
Message-ID: <199510021835.AA17164@cameron.geom.umn.edu>

Resist the urge!!! ;)

Chuck


From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: swheaton@tyrell.net (Sheldon Wheaton)
Subject: What is a "Station Allocator"?
Message-ID: <199510021228.AA17054@tyrell.net>

I have a small device, made by RCA, that contains what appears to be a 
simple oscillator circuit using a miniature 1R5 tube.  On the front panel, 
there are 8 push buttons, which are labelled with the call letters of 8 
local AM broadcast stations of the area (in the late 1940's).  These buttons 
select one of 8 internal coils for the oscillator circuit, which can each be 
preset to a frequency in the AM broadcast band.  It is powered by internal 
batteries, or 120 VAC with an internal power supply that uses a 6H6 (!) for 
a full wave rectifier.  There is also a switch on the front panel to select 
CW or modulated signal.  There are two pin jacks for output on the front 
panel, with the red one being cap coupled straight to the plate of the 
oscillator, and the green one being padded down for a -20db output.

It seems obvious how the circuit functions, however I am wondering what the 
application of this curious little thing is.  Was it used in broadcast 
studios for someting?

TIA, Sheldon KC0CW
swheaton@tyrell.net



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: jmartin@hrlban1.aircrew.asu.edu
Subject: Wrinkle finish paint
Message-ID: <SA39+gVzPka@hrlban1.alhra.af.mil>

Bobbi is right about the "faking it" methods for wrinkle finish paint.  I used to 
live in the Mojave desert, and sandblasted and repainted some metal parts 
cabinets for my workshop.  Under the warm sun the metal was too hot to hold 
and the paint wrinkled nicely on the top... but it didn't on the shady side.  One 
thing that might have helped, however, was that I'd used one brand of primer 
under a different brand of color coat (these both were spray can paint).
73,  John Martin
	jmartin@hrlban1.aircrew.asu.edu


From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Wrinkle Paint
Message-ID: <Pine.3.89.9510020612.B26586-0100000@unixs5.cis.pitt.edu>

I spoke to a representative at Seymour's Paint one of the largest paint 
manufacturers in the USA last week.  I have used their HotRod Black 
Wrinkle for some years.  This paint is packaged under different brands.
He informed me that Seymour's located in Sycamore, IL, will be 
discontinuing their black wrinkle paint since there is no demand.  I want 
all of you to know that it may be more difficult to find wrinkle paint in 
the future so you may want to stock up now.  Your local Harley Davidson 
motocycle dealer does carry black wrinkle paint in a spray can for about 
$8.00.  Incidentally, if anyone knows where one can buy wrinkle paint by 
the gallon, please let me know.  Seymour's would sell it by the 100 gal. 
drum!

There is no reason why one cannot mix his own.  The ingredients are tung 
oil and cobalt dryer.  Perhaps, some paint chemist on Boatanchors will 
step forward.

Oh, by the way, you can take Saint James Gray (Collins used this shade on 
their 75A-1 through 4 series etc.) and dilute it with paint thinner to 
apply to your cabinets etc,  I dip a rag in the can that I am mixing with 
and apply to the surface.  If you have thinnned the paint sufficiently 
well, the finish is like the original shade.  No need to overspray.  Works 
great for bringing back the Saint James finish.

Incidentally, I am now going to supply all the Collins colors in small 
touch up bottles like Testors does for a nominal price.  More information 
will appear in the Collins Journal.  If you need more information, post 
Collins.

Dave, W3BJZ



From boatanchors@theporch.com Mon Oct  2 19:21:00 1995
From: pmills@cyberhouse.com (Phil Mills)
Subject: WTB: Collins filter for 75S-1
Message-ID: <199510021334.IAA28448@ns.cyberhouse.com>

Ladies and Gentlemen,

        I would like to buy a 500hz filter for use in my 75S-1
receiver.  It is, according to the manual,a F455Q-5 part no.
526-9367-00.  If anyone has one in good shape they would be
willing to sell, please e-mail me.  If any of you Collins
experts detect that I'm looking for the wrong part or for something
that I'm not likely to find, please let me know.

thanks,
Phil Mills, AB5TH
pmills@cyberhouse.com
713-482-2763



From boatanchors@theporch.com Mon Oct  2 09:54:00 1995
From: bgraham@tecnet1.jcte.jcs.mil
Subject: WTB: Heath 10-12 scope
Message-ID: <199510020659.BAA11946@uro.theporch.com>

I'm in the market for an io-12 or other SMALL heath scope.
Bill
N5LMX/DA1WG



